TETRA TECH, INC. Project: Vandenberg AFB IRP

4213 State St., Suite 205 Log of Well No. 33-MW-3
Santa Barbara, CA 93101
Telephone (805) 681-3100 Location: OUA4, Site 33, Missile Silo 576-E, approx. 100 ft. west of
FAX (805) 631-3108 silo.
Date Started: 11/18/93 Completed: 11/18/93 4" PVC Blank Casing:  from 0 febgs o 16.75 g bgs

Logged By: J. Bonebrake Checked By: 5.’, ,}[B'?"i‘tghrRG 0.020 " Screened Casing:  fro; 16.75 bgs to 36.75 g bgs

Drilled By: A. Simones, S/G Testing Bentonite/Cement Grout: from 1.5 & bgs to 12,75 ft bgs
Drilling Equipment: CME 75, 8"/10" HSA Bentonite Transition Seal: from 12.75 ft bgs to 14.75 ft bgs

Sampling Equipment: 2" ID Split-spoon #3 Sand Filter Pack: 00 14,75 bgs to  37.5 £t bgs
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TETRA TECH, INC.

4213 State St., Suite 205
Santa Barbara, CA 93101
Telephone (805) 681-3100

Log of Well No.

Project: Vandenberg AFB IRP

33-MW-3

Location: OUA4, Site 33, Missile Silo 576-E, approx. 100 ft. west of

FAX (805} 631-3108 silo.
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